1. Safety glasses should be ______-approved and marked ______.
   A. ANSI; Z-87
   B. LOTO; W-40
   C. NORM; L-20
   D. ROW; Y-78

2. Workers must ______ PPE before each use.
   A. Categorize
   B. Inspect
   C. Tag out
   D. Mark

3. Eye and face protection protects workers from hazards like ______.
   A. Crushing
   B. Falling
   C. Liquid chemicals
   D. Rolling

4. ______ is(are) useful in protecting workers from flash fires, flames, and electrical arcs.
   A. Aprons
   B. Cooling garments
   C. Flame Retardant Clothing
   D. Rubber gloves

5. Safety footwear must meet standards set by ANSI and the ______.
   A. American Society for Testing and Materials (ASTM)
   B. International Chemical Workers Union (ICWU)
   C. National Fire Protection Association (NFPA)
   D. National Safety Commission (NSC)

6. Hard hats should be ANSI-approved and marked ______.
   A. D-50
   B. T-35
   C. X-79
   D. Z-89

7. Two ANSI hard hat classifications are ______ and ______.
   A. Class E; Class G
   B. Class Q; Class C
   C. Class T; Class R
   D. Class W; Class Y

8. Measures workers can take to avoid hand injuries include ______.
   A. Being careless and distracted
   B. Maintaining focus and staying alert
   C. Selecting the appropriate hard hat
   D. Implementing an Incident Command System

9. Safety glasses should have approved ______.
   A. Nose pieces
   B. Side shields
   C. Straps
   D. Visors

10. Wearing the right ______ in the right way, at the right time could save a workers life.
    A. Emergency Shutdown Device (ESD)
    B. Globally Harmonized System (GHS)
    C. Job Safety Analysis (JSA)
    D. Personal Protective Equipment (PPE)
Instructors: The following key shows the answers for the Personal Protective Equipment safety meeting quiz.

1. A
2. B
3. C
4. C
5. A
6. D
7. A
8. B
9. B
10. D